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Item Description
Product Model Dk3
SKU 31800047
Material 304 Stainless Steel + ABS Plastic
Inlet Duct:
Quadrilateral Stainless Steel Flange x1
- 12-inch ABS Plastic Flange x2
Contents

Outlet Duct:
Quadrilateral Stainless Steel Flange x1
12-inch ABS Plastic Flange x2

31000020 LG195
31000021 LG195D
31000024 LG228
31000025 LG335

Compatible Models

attention

1.Before installation, confirm that the duct dimensions match the Bange interface to avoid deformation from forced installation.

2.Use atorque wrench when tightening bolts to prevent surface damage from over-tightening.

3.Avoid contact between the Bange and corrosive chemicals, and regularly check whether bolts are loose.

4 During installation at height, take precautions to prevent components from falling and causing injury.

Installation Instructions

1.Preparation:
- Ensure the duct end ports are free from deformation.

- Check that the bolt holes on the Bange align with the duct interface positions.
2.Installation Steps:

- Use ST4.2 self-tapping screws to install the ABS plastic Bange onto the stainless steel Bange.

- Apply the sealing strip properly.
- Use M6 bolts to pass through the holes of the stainless steel Bange and secure it to the dehumidiber.

- Gradually tighten the bolts in a diagonal sequence to prevent uneven force distribution and air leakage.

Service Hotline : 800-909-1397
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WebSite : www.leizigclimate.com



