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Technical parameters

Product model LG195D

ID No. 31000021

Supply Voltage (V) 208-277VAC / 1 PH / 50&60Hz

Capacity (Pints/Day) 198

Capacity (L/Day) 94

Energy Factor (Pints/kWh) 6.89

Energy Factor (L/kWh) 3.3

Air Volume (CFM) 600CFM@ 0.0"WG

Refrigerant R32/ 2.87 lb ( 1.30kg)

CAUTION: Refrigerant Charge Limits

The R32 charge must comply with UL 60335-2-40 charge limits based on room size. For

ducted systems, the smallest unventilated room served must be considered to avoid

exceeding safe concentration levels in case of a leak.

Heat Load (BTU/H) 5150

Power (W) 1180

Current Draw 5.0A@ 240V / 4.5A@ 277V

Minimum Circuit Ampacity（MCA) 8A

Maximum Overcurrent Protection (MOP) 15A

Control range 20%–90% RH

Dimension (W×H×D) 32.9 " ( 836 mm) × 24.4 " ( 620 mm) × 23.8 " ( 605mm)

Shipping Dimension (W×H×D) 38 " ( 965 mm) × 33 " ( 838 mm) × 30 " ( 762mm)

Weight 176 lb ( 80 kg)

Protection Level IP23

Maximum Design Pressure 4.3MPa

Power Cord Direct wire only

Drain Connection 3/4 Threaded NPT

Installation Method Ceiling-suspended or Bottom-fixed


