
Ite m D e sc r ip t io n 

P ro d u c t  M o d e l D K 4 

M a te r ia l 3 0 4  S ta in le ss  S te e l +  A B S  P la s t ic   

C o n te n ts 

In le t  D u c t : 

- Q u a d r ila te ra l S ta in le s s  S te e l F la n g e  × 1 

- 1 2-in c h  A B S  P la s t ic  F la n g e  × 2 

O u tle t  D u c t : 

- Q u a d r ila te ra l S ta in le s s  S te e l F la n g e  × 1 

- 1 2-in c h  A B S  P la s t ic  F la n g e  × 2 

C o m p a tib le  M o d e ls 

3 1 0 0 0 0 0 7 L G 5 0 8 

3 1 0 0 0 0 3 4 L G 5 0 8 

3 1 0 0 0 0 1 6 L G 8 8 0 

3 1 0 0 0 0 5 6 L G 8 8 0 

 

installation diagram

parameter

attention
 

Specif ication:  Ensure the load capacity per foot > (Equipment Weight ÷ Number of Feet) × Safety Factor (recommend ≥1.5).

Loosening Prevention:  In vibrating environments, use a double-nut setup, lock nut, or thread-locking adhesive. Check tightness regularly.

Floor Contact:  The orange pad (usually polyurethane/rubber) is for smooth, hard ßoors to prevent slipping and dampen vibration.

Special Attention: During installation, the ßoor or platform on which the equipment is placed must be absolutely solid, 

ßat, and stable. Its load-bearing capacity must exceed the total sum of the equipment's own weight, all additional loads, and dynamic impact forces.

Install:  Pass the threaded rod through the mounting hole in the equipment base and secure it with the nut from below (do not fully tighten yet).

Level:  Place the equipment in position and rotate the rod  to adjust the height until the equipment is level (use a spirit level).

Lock:  Once level, use two wrenches in opposition  (one to hold the rod, the other to tighten the top nut) to lock it in place and prevent height shift

Installation Instructions 

Item Description

Product Model F4

SKU 30900534

Material carbon steel+ rubber

load bearing 200kg

Specification D80*M10*L60

Compatible Models LG series dehumidiÞers

Service Hotline : 800-909-1397                                                                                                                                                                                     WebSite : www.leizigclimate.com

Unit: mm


